
ه مقا� �� 	
 از � � ��

ه مقا� �� 	
 از � � �� ه اين 
�

ان عرضه �	 فروش� �
ن�	 ا

 عنوان فارسی مقاله :

شده اصلاح آسفالت با گرم مخلوط آسفالت در بیندر ترکیب برآورد روش  

 عنوان انگلیسی مقاله :

Binder blending estimation method in hot mix asphalt 

with reclaimed asphalt 

 توجه !

برای تهیه مقاله ترجمه شده کامل  این فایل تنها قسمتی از ترجمه میباشد.  

ید.کلیک Qایاینجا (قابل ویرایش) همراه با نسخه انگلیسی مقاله، با فرمت ورد   

http://iranarze.ir/binder+blending+estimation+hot+mix+reclaimed+asphalt


ه مقا� �� 	
 از � � ��

ه مقا� �� 	
 از � � �� ه اين 
�

ان عرضه �	 فروش� �
ن�	 ا

 توجه !

برای تهیه مقاله ترجمه شده کامل با فرمت این فایل تنها قسمتی از ترجمه میباشد.

  کلیک Qایید.اینجا ورد (قابل ویرایش) همراه با نسخه انگلیسی مقاله، 

.Qایید کلیک اینجا شده، ترجمه مقالات جدیدترین جستجوی برای  

6. Conclusions

Results of laboratory tests are shown that during mixing process RAP binder and virgin binder do not blended
totally. Used multistep extraction method have been found to be suitable and effective method to assess the blending
levels of binder in HMA containing RAP. Studies have shown that in described production conditions of HMA,
there is no complete blending between RAP binder and virgin binder.

MSCR test results are shown that virgin binder has influenced the binder film throughout its thickness, but 
depending on the distance from the binder film surface these changes was varied. The laboratory tests confirmed 
that the binder film in the HMA containing RAP is not homogeneous. 

Studies have proven the usefulness of the MSCR test method for determining the binder properties in HMA with 
RAP, particularly in the case of polymer modified binders. This method allows to determine the degree of blending 
polymer modified binder with unmodified binder. Moreover this method gives the answer whether the level of 
modifier in a rejuvenate RAP binder is sufficient. 
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